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PIPE CULVERT MATERIAL ALTERNATVES
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SELLECTION CRITERIA FOR METAL PIPE

DENOTES ALLOWABLE MATERIAL.
STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE IN
ACCORDANCE. WITH GA STD 1038-D AND STANDARD SPECIFICATIONS,

THIS TYPE PIPE CAN BE USED IF:

RESISTIVITY 1S GREATER THAN 4, 800 OHMS/CM AND THE PH IS BETWEEN 6.8 AND
RESISTIVITY IS CREATER THAN 4, 890 OHMS/CM AND THE PH IS BETWEEN 4.5 AND
RESISTIVITY 1S GREATER THAN 1, 598 OHMS/CM AND THE PH IS BETWEEN 4. @ AND
RESISTIVITY IS GREATER THAN 1, 5800 OHMS/CM AND THE PH IS BETWEEN 4,8 AND
THE ADDITION OF TYPE "B* COATING (HALF BI TUMINOUS WITH PAVED INVERT) IS

AND THE RESISTIVITY IS GREATER THAN 1,508 OHMS/CM AND THE PH IS BETWEEN

1.

2.
3.
4
5

6.

RESISTIVITY IS GREATER THAN 1, 5808 0OHMS/CM AND THE

IF THE PH IS LESS THAN 4.8 THE OFFICE OF MATERIALS AND RESEARCH WILL MAKE RECOMMENDATI ONS CONCERNING ALLOWABLE
HI GH PERFORMANCE CORROSION PROTECTION SYSTEMS. STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE IN ACCORDANCE

10.

19. 5.
9. @.
10. 5.

UTILIZED

5.0 AND 9, 4.

PH 1S BETWEEN 5.0 AND 9. 0.

WI TH GEORGIA STANDARD 10838-D OR 1838-P, WHICHEVER 1S APPLICABLE, AND STANDARD SPECIFICATIONS:

TEMPORARY SILT FENCE

TYPE A

7440

LM

TO BE USED AT LOCATIONS SHOWN ON
PLANS AND 7/ OR AS DIRECTED BY ENGINEER.

MAINTENANCE SILT FENCE -

TYPE A

3720 LM

TEMPORARY GRASSING

300

WATER QUALITY
MONITORING & SAMPLING

STATE | PROJECT NUMBER S*;%ET qﬁ}?r'i
r\ GA.| swP-20910 [)4 | 5/3
PHletrnic REVISION DATES
{‘-—-IJ,
EROSION CONTROL
PERMANENT |
_ ; CONST & REMOVE BALED STRAW
S o 5
E: o S = 2 TOTAL 600 LM
S |2l |5]5|8 TO BE USED AT LOCATIONS SHOWN ON
2133|882 PLANS AND / OR AS DIRECTED BY ENGINEER.
Q |E|S|E|E|E| |&
| S ||y | =
o e el o MAINTENANCE BALED STRAW
ANTITY |2@5] 725 | 69 |1 788) 31 1453
AN ‘ TOTAL LM

TOTAL 2 EACH

TEMPORARY SILT FENCE

WATER QUALITY INSPECTIONS

TOTAL

TYPE C

TO BE USED AT LOCATIONS SHOWN ON
PLANS AND 7/ OR AS DIRECTED BY ENGINEER.

MAINTENANCE SILT FENCE -

7200 LM

TEMPORARY PIPE SLOPE DRAIN

36 MONTHS

TOTAL

70 LM

TYPE C

TOTAL

3600 LM ENGINEER

CONSTRUCTION EXIT

MAINT,

EACH

CONSTRUCTION EXIT

EACH

TO BE USED AT LOCATIONS AS DIRECTED BY

STATE OF GEORGIA

DEPARTMENT OF TRANSPORTATION

OFFICE OF ROAD DESIGN
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